
 
FORD 7.3 OIL BYPASS FILTRATION SYSTEM  

INSTALLATION INSTRUCTIONS 
 

A: Getting Started:                                                                                  
1. Check contents of package for missing/damaged items. 
2. Source the recommended tools for installation. 

       Tool’s you’ll need: 
9/16” Wrench,  1/2” Wrench,  10mm Socket, 9/16” 
socket,1/2” socket, 3/8 Ratchet,  3/8 x 6” Socket 
Extension, adjustable open ended wrench (Cresent), 3/8” 
drive torque wrench 

3.  We HIGHLY recommend draining the entire engine oil 
at this point following the factory specified procedures. 

 
B: Installing Supply/Return Line Points: 
 
                                  RETURN PORT 
     (If you purchased the deluxe kit, proceed to step 4.) 

1. Using the 3/8” ratchet and 6” socket extension, remove 
the factory installed plug in the engine block located just 
to the rear of the full flow oil filter. 

           
2. Install the supplied brass 1/8” fnpt x 1/4” mnpt  bushing 

into the factory plug location turning in a clockwise 
direction. Tighten to 20 in/lbs torque using a 9/16” 
socket and torque wrench.  

3. Install the supplied aluminum 1/8” mnpt x -4an flare 
adapter into the previously installed brass 1/8” fnpt x 
1/4” mnpt  bushing  turning in a clockwise direction. 
Tighten to 14 in/lbs using a 1/2” socket and torque 
wrench.     

  

 
SUPPLY PORT 

4. Using the open end wrench, remove the factory installed 
square plug located above and to the rear of the full flow 
filter. A small amount of oil will leak out. Catch in an 
appropriate container. 

 

 
5. Install the supplied aluminum 1/8” mnpt x -4an flare 

adapter into the factory hole turning in a clockwise 
direction. Tighten to 14 in/lbs using a 1/2” socket and 
torque wrench. 

 
   

C: Installing Remote Filter Mount and Bracket: 
 

1. Locate the existing transmission cover retaining bolts. 

      


